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Abstract
Cr -doped strontium barium niobate has shown significant reduction in the time of response compared to pre-
viously grown Ce -doped crystals, with room temperature response times as short as 0.2 sec. The experimental
photorefractive two-beam coupling gain and response time of 1% and 1.6% Cr -doped SBN:60 and 1% Cr -doped
SBN:75 will be presented and compared to results in Ce -doped SBN:60. The photorefractive effect in Cr -doped
SBN:60 has also shown a strong temperature dependence, with gain increasing by a factor of two when the crystal
was cooled from 40 to -20° C. Significant gain enhancement was also predicted and obtained by applying a DC
electric field of up to 10 kV /cm.
1. Introduction
Ce -doped Sr0.6Bao.4Nb2O6 (SBN:60) and Sr0.75Ba0.25Nb2O6 (SBN:75) have been shown to be effective media
for optical processing and phase conjugation applications becuase of their large coupling constants, high optical
quality, and relatively short response time.' In addition, the properties of SBN can be readily changed by varying
its composition, large ( 2 cm cube) crystals have been grown, it is more resistant to temperature changes, applied
electric fields, and physical handling, and its open structure enables the addition of a variety of dopants .2 The large
photorefractive gain coefficients of materials like SBN and BaTiO3 are desirable for high -efficiency devices and large
optical amplification. However, another major goal is to reduce the response time of the materials for signal processing
applications where speed is desired. In this paper, we present the results of Cr- doping in SBN:60 and SBN:75, which
showed an almost order of magnitude decrease in the response time over Ce- doping, with a corresponding loss in
gain by about a factor of 2.
2. Material Properties
SBN is a tungsten bronze ferroelectric material with a general formula of SrxBal_xNb2O6, with both z = 0.6
and z = 0.75 crystals having been successfully grown. The cation ratio z in large part determines its ferroelectric
and electro-optic material properties. Table I shows some of these main properties of SBN:60 and SBN:75.2,3
Table I: Properties of SBN:60 and SBN:75
Material Tc
° C
E-O Coeff
(pm f V)
ni rtii /Ei
(pm/V)
µ
(cm2/Vsec)
ryR
(cm3 f sec)
SBN:60 75 235 5.8 0.5 5 x 10'8
SBN:75 56 1340 5.0 0.5 5 x 10'8
BaTiO3 128 1640 4.9 0.5 5 x 10'8
Two Cr -doped SBN:60 samples, one with 1% and the other with 1.6% Cr in the flux, and one 1% Cr -doped
SBN:75 sample were studied. All were grown using the Czochralski method and were poled into a single domain by
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cooling through their cubic to ferroelectric phase transition temperatures with an applied electric field of 8 kV /cm
along their c -axes.
Fig. 1 shows the absorption spectrum of the three Cr -doped SBN samples as well as that of Ce -doped SBN:60 for
comparison. Ce -doped SBN:60 has a broad -band absorption level around 480 nm.1 Cr -doped SBN has an additional
absorption band centered around 650 nm, which may indicate a photoactive transition in the near infra -red.
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Fig. 1: Absorption spectrum for (a) Ce -doped SBN:60,
(b) Cr -doped SBN:60, and (c) Cr -doped SBN:75.
M
Fig. 2: Configuration of the two-beam coupling exper-
iment used to characterize the SBN:60 crystals. The
beam polarization was in the same plane as the c -axis.
11 (0) + I2 (0) was approximately 0.25 W /cm2.
3. Photorefractive Properties
The photorefractive properties of the SBN:60:Cr crystals were studied using two-beam coupling. Fig. 2 shows
the experimental configuration used. Both beams were polarized in the direction of the c -axis, i.e. horizontally. The
514.5 nm line of an argon -ion laser with beam diameter of 0.3 cm was used. When the two beams intersect inside
the crystal, energy is transferred from one beam to the other in the direction of the c -axis, which can be described
by
Ii(z) = I1(0)eXP[ -(r + a)z]
/2(z) = I2(0)exp[(r - a)z]
where a is the absorption coefficient and r is the two-beam coupling constant, which is given by"
Eo + iEdr a E 1 r. iEN ex Pt ( )]-
The response time of the material is given by
Eo+i(Ed+EA)
r=toE,0+i(Ed+EN)
where
(1)
(2)
(3)
to
hvNA (4)o
sio(ND - NA)
is the fundamental limit of the speed of the photorefractive effect. In the Eqns. (2) and (3), E0 is the externally
applied electric field, and the characteristic fields are by
EN=KA11
-ÑD/
eNA for NA «ND
Ed = kBTK\\ (5)
e
ryNAEµ = ,
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where K = 2rr /A is the wavenumber corresponding to the grating period, ry is the electron recombination rate, is isthe electron mobility, NA is the trap density, ND is the donor density, and s is the photoionization cross section.
Figs. 3 and 4 show the experimentally measured two-beam coupling constant and response time, respectively, ofthe Cr -doped SBN:60 and SBN:75 crystals along with Ce -doped SBN:60 for comparison as a function of the grating
wavelength. By differentiating Eqn. (2), the trap density can be obtained as a function of the optimum grating
wavelength for maximum r. The 1% Cr -doped crystal showed the fastest response time, around 0.2 sec, but hadthe smallest coupling constant, around 3 cm -1. SBN:75 showed high gain even for a smaller Esc due to its larger
electro-optic coefficient.
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Fig. 3: Steady -state two-beam coupling constant r
as a function of the grating period ag for SBN:60:Cr,
doped with 1% Cr; SBN:60:Cr, doped with 1.6% Cr;
SBN:75:Cr, doped with approximately 1% Cr; and
SBN:60:Ce, doped with approximately 1% Ce.
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Fig. 4: Response times of the SBN:60:Cr, SBN:75:Cr,
and SBN:60:Ce crystals as a function of grating period,
for A = 514.5 nm and I° = 0.25 W /cm2.
The preceding experiments were all performed using the 514.5 nm line of the argon -ion laser. These materialswere found to be photorefractive at longer wavelengths as well. Figs. 5 and 6 show the effect of using the lowerphoton energy of the He -Ne laser for two-beam coupling measurements in a 1.6% Cr -doped SBN:60 at ñg = 2.46pm. Because of the lower absorption and fewer ionizable donors at the longer wavelength, the gain and responsetime results were predictably lower compared to identical measurements using the shorter wavelength sources. Theabsorption spectrum of Cr -doped SBN shows a broad -band absorption region in the red to near infra-red, and futureinvestigation will determine whether these bands contribute to the photorefractive effect and whether or not thesecrystals are sensitive at the near infra -red wavelengths used by semiconductor lasers.
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Fig. 5: Two-beam coupling constant of 1.6% Cr -dopedSBN:60 at a = 514.5 nm and 632.8 nm for -20° C <T < 40° C.
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Fig. 6: Response time of 1.6% Cr -doped SBN:60 atA = 514.5 nm and 632.8 nm for -20° C < T < 40° C.
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4. Enhancement of Gain
Various methods are available for increasing the photorefractive gain of SBN. These include optimization of the
grating period, lowering the temperature, and increasing the doping. Cooling Cr -doped SBN:60 has been found to
increase gain, but results in a considerable increase of the response time, as shown in Figs. 5 and 6. This increase
in r for lower temperatures can be attributed to decreased leakage of separated charges across the grating due to
thermal excitation of trapped carriers.8 Increasing the doping is not too fruitful since Ear tends to the smaller of Ed
or EN (see Eqn. (2)). In addition, there exists the practical problem of obtaining high optical quality crystals with
large dopant concentrations.
Experimental results have shown that the application of an external DC field on Cr -doped SBN:60 results in a
marked improvement in the photorefractive two-beam coupling constant. An external field tends to drive the excited
electrons into their traps half a grating period away, resulting in a larger space charge field. In Eqn. (2), for E0 =
0, the limiting field Esc is the smaller of Ed and EN. For large E0, the space charge field approaches EN, which can
be increased by increasing the trap density NA.
Fig. 7 shows the experimental results of applying a DC field of up to 10 kV /cm to the 1% and 1.6% Cr -doped
SBN:60 samples, where increases by more than a factor of two were realized. Since the two-beam coupling intensity
gain is exponential, any increase in r results in a significant improvement in beam amplification and energy coupling
in devices utilizing this effect. It would be possible to use thinner crystals of SBN in experiments and applications,
or realize larger signal gain.
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Fig. 7: Measured two-beam coupling constant of 1%
and 1.6% Cr -doped SBN:60 with an applied electric
field of 0 < Eo < 10 kV /cm.
5. Conclusions
Cr -doped SBN:60 has shown significant advantages in having a faster response over Ce -doped SBN. With the
reduced response time, Cr -doped crystals had significantly lower photorefractive gain coefficients that previously
grown Ce -doped ones. However, enhancement of the gain was possible through the application of an external DC
electric field, resulting in increases in gain r by over a factor of two.
6. Acknowledgements
This work has been supported by grants from the Air Force Office of Scientific Research and the Army Research
Office. K. Sayano also acknowledges partial support from the Air Force Weapons Laboratory Graduate Fellowship.
7. References
1. G.A. Rakuljic, A. Yariv, and R.R. Neurgaonkar, "Photorefractive properties of undoped, cerium -doped, and
iron -doped single -crystal Sr0.6Bao.4Nb2O6," Opt. Eng. 25, pp. 1212 -16 (1986).
10 / SPIE Vol. 1148 Nonlinear Optical Properties of Materials (1989)
. 
i s  E .  
l  t rat re, and increasing the doping. C oling Cr-dope  SB :  bee  fo t  
rease ain, t  c l  rease f the response time, as shown in Figs.    This inc  
 F for lo te r t r  can be attributed to decreased leakage of separat  char acr t grati  d to 
 carri r . 8 I      9C t  the s all    
  (  . (2)). In addition, there exists the practical proble  of o t i i ti  t  
 
  the application of an external DC field on Cr  lts i   
 t  t  . ternal fiel  tends to drive the excited 
trons into t ir l a gratin  peri  a     e rge ield.  . (2), f  Q  
,  9C  For large EQ, the space charge field approa , i  
   sing   de sit  N  •
. 7 s t  experi ental results of applying a DC field of up to 10 kV/c  to the 1% and 1.6% Cr-dope  
: 0 sa ples, here i creases y re f t  of t . i t  t o-bea  coupli i t  
 F results in a significant improve e t in bea  amplification and energy coupli  
es tilizing t i  f ct.   cr st l  of E i experi t  and applic t  
 
 
10-- 
^ -
7E 6- 
o
~  
: : r X  
: r . *
  
 /
. 7: Measured two-bea  cou l t of 1  
1.  -doped :60 with  l  
i ld of 0  Q  10 k
. 
-doped SBN:60 has shown significant advantages in aving   -doped N. ith t  
  ti Cr cr st l  had significantly lower photorefra ti  gain coe ficie t that previously 
n e-doped ones. owever, enhancement of the gain as pos ible through t    exter l D  
tric field, resulting in increases in gain F  .
l
 rted by grants from the Air Force O fice of  t  Ar y Rese r  
fice. .   ledges partial t  Air Forc ea aboratory Graduate Fellowship.
. 
. a  R.R. Neurgaonkar, "Photorefractive properties of undoped, cerium- a  
-doped si l -crystal Sr0.6Bao.4Nb2 O6 , >' Opt. .  pp. 1212-  (1 .
  SPI l.  ti l f i l  (
Downloaded From: https://www.spiedigitallibrary.org/conference-proceedings-of-spie on 7/10/2018
Terms of Use: https://www.spiedigitallibrary.org/terms-of-use
2. R.R. Neurgaonkar and W.K. Cory, "Progress in photorefractive tungsten bronze crystals," J. Opt. Soc. Am.
B 3, pp. 274 -82 (1986).
3. G.A. Rakuljic and A. Yariv, "Photorefractive materials for optical computing and image processing," Proc.
SPIE 881, pp. 146 -149 (1988).
4. N.V. Kukhtarev, V.B. Markov, and S.G. Odulov, "Transient energy transfer during hologram formation in
LiNbO3 in external electric field," Opt. Commun. 23, pp. 338 -43 (1977).
5. N.V. Kukhtarev, V.B. Markov, S.G. Odulov, M.S. Soskin, and V.L. Vinetski, "Holographic storage in
electrooptic crystals. I. Steady state," Ferroelectrics 22, pp. 949-60 (1979).
6. N.V. Kukhtarev, "Kinetics of hologram recording and erasure in electrooptic crystals," Soy. Tech. Phys.
Lett. 2, pp. 438-40 (1976) .
7. P. Yeh, "Fundamental limit of the speed of hotorefractive effect and its impact on device applications and
materials research," Appl. Opt. 26, pp. 602 -4 (1987).
8. K. Sayano, G.A. Rakuljic, A. Agranat, A. Yariv, and A.R. Neurgaonkar, "Photorefractive dark conductivity
in Cr -doped strontium barium niobate," Opt. Lett. 14, pp. 459 -461 (1989).
SPIE Vol. 1148 Nonlinear Optical Properties of Materials (1989) / 11
 . eur .    ©ref e t t  e tals," Opt So A  
5 pp. 274- (198 .
 . . Rakulji  and A. Yariv, "Photorefractive materials for optical computing and image processi Proc. 
 pp. 146- (
 N. . Kukhtare , V.B. Mark and S.G. Odul "Transi t ener tra sf r during hologr f r   
  fi  Opt. Commun. 23, p. 338-43 (1977).
 . . rev,  ,  , . i , V. Vinet "Holo i  e  
ti  l . I te  state," Fe roelectric 2 , pp. 949-6 (1
 N.V. Kukhtarev, "Kinetics of hologra  recor a eras r in electroo ti crystals,  Sov. ech.  
tt. . 438-4 (1 .
 P. Y "Funda e t l li it of th  spee  of p ti  fect  on devi ap li  
 rc ,  pl. .  602  
. A. Yari a  R. . eur "Photorefracti e dark conductivit  
-doped str ti  Opt. Le t. 14, p. 459-461 (198
I  ol. 148 onli r r rti s f t ri l  ( 9) / 
Downloaded From: https://www.spiedigitallibrary.org/conference-proceedings-of-spie on 7/10/2018
Terms of Use: https://www.spiedigitallibrary.org/terms-of-use
